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o o ° o ° EXTERIOR SHALL BE DESIGNED TO LIMIT AIR INFILTRATION TO NOT MORE THAN 2.5 L/S FOR EACH SQUARE METRE OF DOOR AREA WHEN Scale
N N g N S TESTED IN CONFORMANCE WITH SENTENCE (1). As indicated
,,,,,,,,,,,,,,,,,,,,,,,,, (3) EXCEPT WHERE THE DOOR IS WEATHER-STRIPPED ON ALL EDGES AND PROTECTED WITH A STORM DOOR OR BY AN ENCLOSED
Lt ARy eveLz fon) AR, Leverz e ey teverz Coo —_ AR, everzfa aRy ez fen] | R ez fe) | | RS AR, Leve (o R, LeveLz Con AR, Leve? (o G N T B e ST oo e iy
84.00 84.00 84.00 84.00 84.00 84.00 84.00 84.00 84.00 WHEN TESTED IN CONFORMANGE WITH SENTENCE (1) ' E.V./M.N.
I (4) DOOR ASSEMBLIES OTHER THAN THOSE DESCRIBED IN SENTENCES (2) AND (3), THAT SEPARATE HEATED SPACE FROM UNHEATED SPACE Checked by
1040 870 125 960 o 1251 900 OR THE EXTERIOR SHALL BE DESIGNED TO LIMIT THE RATE OF AIR INFILTRATION TO NOT MORE THAN 17.0 L/S FOR EACH METRE OF DOOR
‘ 2185 1205 125 ; 1910 R.0. 2065R.0 LAlRes , ‘ ‘ : 2080 R.O. CRACK WHEN TESTED IN CONFORMANCE WITH SENTENCE (1). ¢ C.A.
1910 R.O. 3515R.0. | 1085 R.O. 3515R.0. 1025 R.O. (5) CAULKING MATERIAL TO REDUCE AIR INFILTRATION SHALL CONFORM TO THE REQUIREMENTS IN SUBSECTION 9.27.4. Proroc N
(6) THE JUNCTION BETWEEN THE SILL PLATE AND THE FOUNDATION, JOINTS BETWEEN EXTERIOR WALL PANELS AND ANY OTHER LOCATION roject No.
‘ WHERE THERE IS A POSSIBILITY OF AIR LEAKAGE INTO HEATED SPACES IN A BUILDING THROUGH THE EXTERIOR WALLS, SUCH AS AT UTILITY 13148
SERVICE ENTRANCES, SHALL BE CAULKED, GASKETED OR SEALED TO RESTRICT SUCH AIR LEAKAGE.
(7) AIR LEAKAGE BETWEEN HEATED SPACE AND ADJACENT ROOF OR ATTIC SPACE CAUSED BY THE PENETRATION OF SERVICES SHALL BE Date
RESTRICTED IN CONFORMANCE WITH THE REQUIREMENTS OF SUBSECTION 9.25.3. November 4, 2016
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