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CONCEALED LIGHTING STRIP
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13mm REVEAL AT FINISH TRANSITION

¢ 38mm SQUARE METAL RAIL SECURELY FIXED BACK
TO MILLWORK BACK PANEL, COUNTER TOP AND
CANOPY WITH CONCEALED FASTENERS (METAL POST
W/ FLANGE + SLEEVE) AS REQUIRED
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SECURE METAL BRACKET TO LOOSE
SAMPLE BOARD TO HANG FROM
METAL RAIL

TYPICAL LOQSE TILE SAMPLE BOARD
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SECURE METAL PEG C/W RUBBER
BUMPER ON END TO LOOSE SAMPLE
BOARD TO HANG FROM METAL RAIL
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— 38mm SQUARE METAL RAIL SECURELY
FIXED BACK TO MILLWORK BACK PANEL,
COUNTER TOP AND CANOPY WITH
CONCEALED FASTENERS (METAL POST
W/ FLANGE + SLEEVE) AS REQUIRED
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SECURE METAL BRACKET TO LOOSE
SAMPLE BOARD TO HANG FROM
METAL RAIL

TYPICAL LOQSE TILE SAMPLE BOARD
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SECURE METAL PEG C/W RUBBER
BUMPER ON END TO LOOSE SAMPLE
BOARD TO HANG FROM METAL RAIL
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4 PRINTED LABEL BY CLIENT APPLIED TO
% TOP EDGE FOR SAMPLE IDENTIFICATION
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ALUMINUM FRAME TO BE SECURED
IN PLACE WITH SCREWS ON BACK

12mm THK PLYWOOD BACKING

10mm THK TILE SAMPLE

BACK ENTIRE SAMPLE WITH
INDUSTRIAL BLACK FELT
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L — LOOSE TILE SAMPLE BOARD
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Y PRINTED LABEL BY CLIENT APPLIED TO
% TOP EDGE FOR SAMPLE IDENTIFICATION
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a— CUSTOM FABRICATED BLACK
ALUMINUM FRAME TO BE SECURED
IN PLACE WITH SCREWS ON BACK

10mm THK PLYWOOD BACKING

12mm THK WOOD FLOORING SAMPLE

BACK ENTIRE SAMPLE WITH
INDUSTRIAL BLACK FELT
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L — LOOSE WOOD FLOORING SAMPLE BOARD
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PRINTED LABEL BY CLIENT APPLIED TO
TOP EDGE FOR SAMPLE IDENTIFICATION

20mm THK CABINET DOOR SAMPLE

BACK ENTIRE SAMPLE WITH
INDUSTRIAL BLACK FELT
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L — LOOSE CABINET SAMPLE
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Notes:

1. CONTRACTOR AND ALL SUB-TRADES SHALL VERIFY
ALL SITE DIMENSIONS, ALL DRAWINGS, DETAILS AND
SPECIFICATIONS AND REPORT ANY DISCREPANCIES
TO THE INTERIOR DESIGNERS IN WRITING FOR
APPROVAL BEFORE PROCEEDING WITH THE WORK.

2. CONTRACTOR AND SUB-CONTRACTORS, BEFORE
PROCEEDING WITH WORK, MUST SUBMIT ALL
NECESSARY SAMPLES FOR APPROVAL OF QUALITY
AND FINISH TO THE INTERIOR DESIGNER.

3. CONTRACTOR MUST COMPLY WITH THE CONTRACT
DOCUMENTS, PERFORMANCE REQUIREMENTS,
APPLICABLE CODES AND REGULATIONS.

4. ALL DRAWINGS AND WRITTEN MATERIAL HEREIN
CONSTITUTES THE ORIGINAL AND UNPUBLISHED
WORK OF " Il BY IV DESIGN ASSOCIATES INC. ", AND
MAY NOT BE DUPLICATED, USED OR DISCLOSED
WITHOUT PRIOR WRITTEN CONSENT OF

"1l BY IV DESIGN ASSOCIATES INC. "

5. DRAWINGS NOT TO BE SCALED
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